
 Value depends on pickup. Use value recommended by pickup manufacturer.

Inserting 1/4” plug applies power to OBP-1.
Pots shown rear view.
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AGUILAR OBP-1 WIRING DIAGRAM
WITH VOLUME CONTROL
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®

The two orange wires are interchangable.

TO SINGLE PICKUP
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 Value depends on pickup. Use value recommended by pickup manufacturer.

Inserting 1/4” plug applies power to OBP-1.
Pots shown rear view.

GND

AGUILAR OBP-1 WIRING DIAGRAM
WITH TWO VOLUME CONTROLS

25K AUDIO

25K AUDIO

NO CONNECTION

OBP-1 MODULE
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GREY

BLUE
GREEN
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RED

9V BATTERY (X 2)

®

The two orange wires are interchangable.

TO BRIDGE PICKUP

TO NECK PICKUP
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 Value depends on pickup. Use value recommended by pickup manufacturer.

Inserting 1/4” plug applies power to OBP-1.
Pots shown rear view.

GND

AGUILAR OBP-1 WIRING DIAGRAM
WITH VOLUME CONTROL AND BYPASS SWITCH
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9V BATTERY (X 2)

®

The two orange wires are interchangable.

TO SINGLE PICKUP
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To wire MN (1Z2Z) taper potentiometer, swap positions of the following wires: Bridge P.U. and Neck P.U.; Volume jumper and GND.
 Value depends on pickups. Use values recommended by pickup manufacturer.

Inserting 1/4” plug applies power to OBP-1.
Pots shown rear view.

GND

AGUILAR OBP-1 WIRING DIAGRAM
WITH BLEND AND VOLUME CONTROL

25K AUDIO

25K AUDIO

NO CONNECTION

OBP-1 MODULE

VIOLET
ORANGE

ORANGE
WHITE
GREY

BLUE
GREEN
BLACK
RED

9V BATTERY (X 2)

®

The two orange wires are interchangable.
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Pots shown rear view.

AGUILAR OBP-1 WIRING DIAGRAM
ADDING PASSIVE TONE CONTROL

OBP-1 MODULE

VIOLET
ORANGE

ORANGE
WHITE
GREY

BLUE
GREEN
BLACK
RED

®

The two orange wires are interchangable.
*Optional. A passive tone control can be added to any of the wiring schemes on pages 1-4.

FROM VOLUME CONTROLS

250K AUDIO TAPER POTENTIOMETER
TO OUTPUT JACK

.022uF 100V FILM CAPACITOR

GND

PASSIVE
TONE*
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